Load Gell Gentral
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Compression Canister Load Cell

Model: PSC
Ranges from 500 to 1,000,000 Ibs.
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RATED DIMENSIONS
CAPACITY A B C D E F G
500-50,000 Ib 3.25 2.88 2.85 1.25 0.35 1.58 1/2-20 UNF x .31 deep
60,000-100,000 Ib 5.00 4.12 4.49 2.31 0.45 245 1/2-20 UNF x .56 deep
200,000-300,000b  7.25 6.00 6.18 3.13 1.00 3.65 3/4-16 UNF x .75 deep
500,000 Ib 9.00 6.50 8.36 3.69 0.60 4.81 3/4-16 UNF x .75 deep
1,000,000 Ib 8.50 7.00 7.63 5.50 0.80 4.60 3/4-16 UNF x 1.25 deep
SPECIFICATIONS:
Full Scale Output 2 mvV/IV Insulation Resistance: 5000 megohms

480 ohms, nominal
Stainless steel

Bridge Resistance:
Material/Finish:

Temperature: Compensated range
+32F TO 86F / 0OC TO 30C
Sate Overload: 150% Full Scale

10V AC/DC (15V maximum)
0.05% Full Scale

Rated Excitation:
Combined Error:

Seal Type:
Cable Length:

Cable Color Code:

Hermetically Sealed
50'

Green....+ Excitation
Black.....- Excitation
White.... + Signal

- Signal
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